
  
72.90
2.870   

  
82.30
3.240   

  
60.96
2.400   

  
12.70
.500   

SMA: SYNC IN

LEMO 8-PIN A-KEY:
POWER 24V DC

POWER BUTTON:
TAP TO POWER ON,
TAP TO SWITCH MODES,
HOLD FOUR SECONDS AND
RELEASE FOR POWER DOWN

SMA: SYNC OUT

LED INDICATOR:
GREEN: CONTINUOUS
BLUE: PULSE CONTROL
RED: POWER UP/FAULT

  
64.52
2.540   

  
8.64
.340   

  
15.49
.610   

  
31.75
1.250   

  
40.97
1.613   

  
4.19
.165   

TRIPOD ANTI-ROTATION 
PIN SLOT 0.250 [5.38]

1/4-20 MOUNTING HOLES
0.375 [9.53]

4X #4-40 MOUNTING HOLES
0.200 [5.08]

AIR INTAKE SIDE
DO NOT OBSTRUCT

AIR EXHAUST SIDE
DO NOT OBSTRUCT

BATTERY PORT
COVER PLATE

LOCATIONS NOT FOR MOUNTING.
FOR BATTERY ATTACHMENT ONLY

CONSTELLATION™-160B mini
160 WATT INTELLIGENT LED LUMINAIRE - 82 FWHM BEAM ANGLE

WITH BATTERY CAPABILITY

REVISIONS
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INTERACE CONTROL DOCUMENT
  
  1.  WEIGHT: 13.3 oz [378 g] (WITHOUT BATTERY)
       
  2.  TO PREVENT DAMAGE TO LIGHT AND SURFACE DUE TO EXCESSIVE
       HEAT BUILD UP, DO NOT OPERATE LIGHT FACE DOWN ON ANY SURFACE.



  
97.54
3.840   

  
101.22
3.985   

FUEL GAGE
TAP FOR BATTERY LEVEL INDICATION
ONE LED: 0-20%
TWO LED'S: 20-40%
THREE LED'S: 40-60%
FOUR LED'S: 60-80%
FIVE LED'S: 80-100%

2X SLOTTED CAPTIVE SCREWS
MAX TORQUE: 5 in-lb [.56 N-m]
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